
最近の BNL での活動について 
糠塚元気



バレルラダーテスト

Date Tested layers Results

1st test June/10-
June/14 B0L0 Good.

2nd test June/17-
July/07

B0L1,

some of B0L0

Some ladders in B0L1 were noisy. GND 
condition was investigated.

3rd test Aug/10-

Aug/24

B1L0

(some of) B0L1&B0L0 Good.

4th test Aug/26 -

Sep/25 B1L1

Notation: BxLyzz

x: Barrel ID (0 for inner or 1 for outer)

y: Layer ID (0 for inner or 1 for outer)

zz: Ladder ID (from 0 to 15)
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Notation: BxLyzz

x: Barrel ID (0 for inner or 1 for outer)

y: Layer ID (0 for inner or 1 for outer)

zz: Ladder ID (from 0 to 15)

B1L1 west 
すべて問題なし

West x (horizontal)z East

バレルラダーテスト

B1L1 east 
台湾ラダー

→BNL ラダーに置き換え

#106, 107 は少々ノイズ多め

#105 はチップ一つが half entry

→ Felix で測定してみる



バレルラダーテスト

sPHENIX General meeting で報告されました。



Felix システムを使ったバレルラダーテスト
• 2nd Felix server は準備段階


• 1st Felix server を使った測定①：Slow control, BCO, readout

• 失敗。動作クロックが 10 MHz だから？Raul が調整中・・・


• 1st Felix server を使った測定②：readout のみ（slow control, BCO は FEM/FEM-IB）

• Amplitude 情報が取得できないので、キャリブレーション測定には不適。試していない。


• 来週に再テスト予定



2nd Felix server 準備状況
• アカウント “genki” を作ってもらった（root 権限あり）。 
これでこのサーバーにアクセスできる


• ゲートウェイを介してこのサーバーへのリモートアクセスもできる


• ExpertGUI, RCDAQ 開発用に色々インストールすべきソフト、ライブラリがある。PostgreSQL も入れる

• ネットワーク関係の設定がうまくできていないため、なにもできていない

• ROOT は USB メモリでソースを持ってきて、  
コンパイル・インストール済み（今井）



テストベンチでの台湾ラダーのテスト
• テストすべきラダーは


• 先週輸送されてきたラダー 4 本：2.5 / 4 本は完了。テストしたものは良好な動作だった

• バレルから外された 4 本


